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(b) In the aeronautical radio-
navigation bands 108-118 and 328.6-335.4
MHz, the frequency of all carrier sig-
nals or signal components carrier at an
average power level equal to or greater
than 10—4 watts in a 25 kHz bandwidth
in any 160 microsecond period shall be
offset by 25 kHz with a tolerance of 5
kHz. The aeronautical radionavigation
frequencies from which offsets must be
maintained are defined as follows:

(1) Within the aeronautical band 108-
118 MHz when expressed in MHz and di-
vided by 0.025 yield an even integer.

(2) Within the band 328.6-335.4 MHz,
the radionavigation glide path chan-
nels are listed in Section 87.501 of the
Rules.

NoTE: The HRC system, as described above,
will meet this requirement in the 328.6-335.4
MHz navigation glide path band. Those In-
crementally Related Carriers (IRC) systems,
with comb generator reference frequencies
set at certain odd multiples equal to or
greater than 3 times the 0.0125 MHz aero-
nautical communications band offset, e.g.
(6n + 1.250 + 0.0375) MHz, may also meet the
25 kHz offset requirement in the navigation
glide path band.

[50 FR 29400, July 19, 1985]

§76.613 Interference from a cable tele-
vision system.

(a) Harmful interference is any emis-
sion, radiation or induction which en-
dangers the functioning of a radio-
navigation service or of other safety
services or seriously degrades, ob-
structs or repeatedly interrupts a
radiocommunication service operating
in accordance with this chapter.

(b) The operator of a cable television
system that causes harmful inter-
ference shall promptly take appro-
priate measures to eliminate the harm-
ful interference.

(c) If harmful interference to radio
communications involving the safety
of life and protection of property can-
not be promptly eliminated by the
appliciation of suitable techniques, op-
eration of the offending cable tele-
vision system or appropriate elements
thereof shall immediately be suspended
upon notification by the Engineer in
Charge (EIC) of the Commission’s local
field office, and shall not be resumed
until the interference has been elimi-
nated to the satisfaction of the EIC.
When authorized by the EIC, short test
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operations may be made during the pe-
riod of suspended operation to check
the efficacy of remedial measures.

(d) The cable television system oper-
ator may be required by the EIC to pre-
pare and submit a report regarding the
cause(s) of the interference, corrective
measures planned or taken, and the ef-
ficacy of the remedial measures.

(Secs. 1, (302); (82 Stat. 290); 47 U.S.C. 151, 302)
[42 FR 41296, Aug. 16, 1977]

§76.614 Cable television system regu-
lar monitoring.

Cable television operators transmit-
ting carriers in the frequency bands
108-137 and 225-400 MHz shall provide
for a program of regular monitoring for
signal leakage by substantially cover-
ing the plant every three months. The
incorporation of this monitoring pro-
gram into the daily activities of exist-
ing service personnel in the discharge
of their normal duties will generally
cover all portions of the system and
will therefore meet this requirement.
Monitoring equipment and procedures
utilized by a cable operator shall be
adequate to detect a leakage source
which produces a field strength in
these bands of 20 pV/m or greater at a
distance of 3 meters. During regular
monitoring, any leakage source which
produces a field strength of 20 uVv/m or
greater at a distance of 3 meters in the
aeronautical radio frequency bands
shall be noted and such leakage sources
shall be repaired within a reasonable
period of time. The operator shall
maintain a log showing the date and
location of each leakage source identi-
fied, the date on which the leakage was
repaired, and the probable cause of the
leakage. The log shall be kept on file
for a period of two (2) years and shall
be made available to authorized rep-
resentatives of the Commission upon
request.

[50 FR 29400, July 19, 1985]

§76.615 Notification requirements.

All cable television operators shall
comply with each of the following noti-
fication requirements:

(a) The operator of the cable system
shall notify the Commission annually
of all signals carried in the aeronauti-
cal radio frequency bands, noting the
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